
Steam At Home Instruction Manual 
 
Thank you for purchasing a Steam At Home!  We are excited for you to get started but please 
read these directions before getting started to ensure a safe assembly and installation on your 
new SAH.  Failure to properly assemble the unit can lead to a broken unit, less than satisfactory 
results or even water damage.  If you have any questions before getting started, please call us 
directly at 330-221-3322 or email at “steamathomecle@gmail.com”.  
 

Directions: 
1.  Remove Contents from the box.  You should have 

telescoping rods(2), Steam At Home Plastic unit(2 
pieces), 1 box with the flaps, rivets, LED lights and 
LED remotes. 

2.   Let the Steam At Home unit acclimate to a house 
temperature of 70 degrees for 24 hours prior to 
assembly.  The unit becomes flexible once it comes to 
room temperature.  

3.   Install the telescoping rods.  Both of these should be 
securely fastened against the walls at or above the 
height of your shower arm.  The unit should be 
installed above the shower arm to ensure all the water 
stays inside your shower and where it belongs. 

4.  Flex the sides of the unit.  The product is designed to 
be flexible so that it can fit properly on many door 
showers.  If you have a fiberglass unit, SAH should sit 
on top of the fiberglass. 

5. Measure the length of your shower.  Using a tape 
measure, determine the length of the shower and 
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then assemble the top and bottom units together 
using the rivets.  Measure twice and confirm the 
length of your shower and then confirm the 
assembled length of your SAH.  The unit length 
should not exceed the length of shower. 

6. SAH also comes with flaps that can be used to cover 
the distance above the shower doors.  This step is not 
always required but it is important to secure all the 
gaps to ensure the most successful results. 

7. Install the unit by sliding the unit on top of the 
telescoping rods.  The unit should sit on top of the 
shower arm as well as the telescoping rods.  The unit 
should be level and not sloped.  Please also make 
sure the telescoping rods are securely locked in 
place. 
 
 
 

We would love to hear what you think about your new 
SAH.  “steamathomecle@gmail.com”.  
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